





Product Details

@ 1/4"-20 Threaded Hole @ 3/8"-16 Threaded Hole 3 ARRI 3/8"-16

@ Arca-Swiss Quick
Release Plate
@ Strap Slot

@ M2.5 Screw

® NATO Rail

QD Socket
@ Locating Screw

Locating Hole
® Cold Shoe Mount

@ Dual-Head Wrench
® side Lock Adapter
03




Installation Instruction for Cage

1. Remove the split D-ring on the right side before installing the cage.

* The package do not include the camera




2. Loosen the locating screw ® until it parallel the bottom of the cage.

e




* The package do not
include the camera
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3. Install the Cage




Step 2: Install the cage via
tightening the 1/4"-20 screw
and locating screw @. 4

| Step 3: Loosen the screw of the side lock
| adapter, move the side lock adapter ®@ to
. i \ | align with the strap slot of the camera,
donot include ) " then tighten the screw.

the camera

* The package




Step 4: Take off the M2.5 screw @ on the right side of the cage, then lock the
M2.5 screw @ to the cage via the strap slot of the camera.

* The package do not include the camera




Specifications

Product Dimensions: 159.1 x 56.8 x 131Tmm
Product Weight: 203g = 59

Material(s): Aluminum Alloy




