














Installation and Removal of Nameplate

Place the nameplate on the cage, the built-in magnet attracts it to the
cage. Pull to remove.

* The package does not
include the camera

Note
Nameplate engraving requirements

Engraving area: 23.0mm (0.9in) wide and 3.0mm (0.17in) high

Default font: FZHei-BO1S (except for customized nameplates)

Does not support mixing Chinese characters and Latin alphabet




Chinese Characters
Nameplates

1. Provide the text for the nameplate
2. Max number of characters:
7 Chinese characters (14 symbols)
+1 Chinese character = 2 symbols,
1 number/ 1 space = 1 symbol
3. Engraving does not support punctuation marks,
typographical symbols, or emoticons

Latin Alphabet
Nameplates

1. Provide the text for the nameplate

2. Max number of symbols: 12 (including upper
and lower case letters, numbers, and spaces)

3. Engraving does not support punctuation marks,
typographical symbols, or emoticons

Customized
Nameplates

1. Provide the fonts, graphics, and files for
the engraving

2. Format requirements: *.dxf, *.dwg files

3. If the signature exceeds the engraving area
in width or height, it will be proportionally
reduced to fit the engraving area




Note: The following content is not allowed for the nameplates:

1. Content that infringes the intellectual property rights or copyrights of others.
2. Insults, discrimination, and offensive remarks.

3. Politically sensitive or controversial content.

4. Obscene or inappropriate content

5. Content that violates legal norms or ethics

Specifications

Compatibility Leica SL3

Product Dimensions 1725x735%x1183mm/6.8x29x47in

Product Weight 228 +5g/8.0+0.20z

Material (s) Aluminum Alloy, Titanium Alloy, Silicone
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